AK500 function menu:

B AK500 Pro -
Setting

AK500 Pro

— E -
! Benz keymaker SBC fixer
[ EIS only ) by OBD
f' ESL Firmware
unlock tool update

AK500 Pro Help

Double click "AK500PRO"
to run software

Read ESL eeprom

ESL unlock tool
Read ESL Eeprom

Hardware Port: — USB —
IC: ESL

Read ESL Eeprom

... Walitting ..
Decode
Need 1-3 Minutes

Read ESL eeprom
ESL unlock

write ESL

cancel ’

After connect ESL,
click "read ESL eeprom"

unlock ESL
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Unlock ESL

IC: ESL
Unlock ESL

ESL unlock tool

Hardware Port: — USB —

..... Must a few minutes Read ESL eeprom

Send command to AK500Pro ...... wait ......

ESL unlock
RS

¥
Write ESL

Cancel |

After stored data, start to run "ESL unlock
and "write ESL", it usually cost 2-10 minutes

Write ESL eeprom

IC: ESL

ESL unlock tool

¥rite ESL Eeprom ......

Hardware Port: — USB —

Write ESL Eeprom ...... Read ESL eeprom
Wa|tt|ng ESL unlock
Decod %
ecoae Write ESL

Need 1-3 Minutes

—_— .

Cancel I

After stored data, start to run "ESL unlock
and "write ESL", it usually cost 2-10 minutes

Syn ESL
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ESL unlock tool

Hardware Port: — USB —
IC: ESL

Syn ESL ...... Must a few minutes Read ESL eeprom

Send command to AK500Pro ...... wait ...... ESL unlock
RS

)

Write ESL

Cancel

Read EIS Data

Benz infrared key match

| sTEP
1 @ Rread EIS data key calculator
IS, .

late

STZEP s _j write
Write Key fast renew

Test EIS+ESL+key |

Step 1: Read EIS data

listart ®er
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Wiring Diagram

Nl e\t ilo)0 call
e
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his is W211_EIS (9S12) wiring diagram

Read MCU ID

. Benz infrared key match
My Docaiments 'lotozoln Programmer
Read NCU ID
Hardware Port: — USB —
IC: 9512

Read MCU ID

My Computer

ﬂ ... Waitting ...

Decode
L Need 1-3 Minutes Read MCU(9S12)

tabletop Read

Write

Read
Write

Wiring Diagram
Exit

seprom

If MCU is 9S12 series, click "Read MCU(9S12)" to read MCU ID

“Start ®erp
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Key Calculator

. Benz infrared key match

., 8

g remote key smart
keyless go

Recycle Bin

Cancel

tabletop

Test EIS+ESL+key

2|
ol
AXS00Py

¥211_EIS

Click “key calculator”, select key type

TIStart ®e p g

Calculate Key
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B 5 R Saart Eoymaker ..
Process EIS data

) SEC ¥1.0.0.2
File About ...

TOOL | Calculate key ted format (011 .021 .05 s: EZS dumy

1.Load EZSdump: 2. Select options : 3. Calculate :

5@ ¢ Calaation metod: @® fast O slow
w Key output format: O.021 @_

EZS Select keys: i IR I
Calculate Key 12y [Z] Al key
Test EIS | || cosooue acrealt: @@ @

| »EZVSDVU\VP_AEZSITFO

E ommon information Keys detail information :

MCU type: | SSID: |00 00 00 00
MB Number: [165 545 08 05 | Password: [00 00 00 00
. Source:
VIN: 2000000000000000¢
[ Count:
Odometer: 000000 | km/mi1

SerialNr: [00 00 00 00 00 00 00 00

Sonder: 00 00 00 00 00 00 00 00

Transport: (00 00 00 00 00 00 00 00

Ezsstatus: =00 Usedkey:
SERIES Lastkey: E Key status :
Port : I Previous key:
59['37",,‘ @ 3 Test counter:
SMN: #00000107

1 NG00 Pro &) SKC V1.0.0.2

o

My Documents

‘I ‘ @ key calculator
&

My Computer

2

Recycle Bin & NEC Socket T I

© VialR

- : GaEC ) fast renew

tabletop

GT‘B mbCALC S/N : #00000107

01238567
¥ 20000000
£ Calculation key 0 (~1min/key ) :
S [
Safety time (~10min) :

®epr #f ws00 Pro — s
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